SAWCUT TO EXISTING JOINT
OR SCORE MARK IF CUTTING
IN A NEW CURB RAMP

6" WIDE RETAINING
CURB BEHIND WALK.
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NOTES:

1. THE SUFACE SHALL BE ROUGH I l
BROOM FINISH.

2. FOR GROOVE DETAILS SEE 13C-1. |

3. IF CONSTRUCTING NEW CURB

1:50 MAX.
1:12

MAX.

‘ 1:50 MAX.

5'-0" MIN.

RAMP IN EXISTING CURB, GUTTER
AND SIDEWALK, SAWCUT AC
PAVEMENT AND REMOVE. REPLACE
WITH NEW AC PAVEMENT

AFTER CONSTRUCTION OF CURB
RAMP, WITH DEEP LIFT IN 3"
LAYERS TO A TOTAL MINIMUM
DEPTH OF 6" OR TO EXISTING

PARKSTRIP
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COLOR NO. 36118

1:12

MAX.
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THICKNESS PLUS AN ADDITIONAL o

1", WHICHEVER IS GREATER.
1 PINT LAMP BACK PER CUBIC .
YARD. N

5. RAMPS INSTALLED ON A CORNER
WITH A RADIUS CURB SHALL HAVE
THE WARNING SURFACE MEET THE
RADIUS AT END CORNERS OF THE
WARNING PANEL. THE PANEL
SHALL NOT BE CUT AND SHALL
REMAIN INTACT.

MAX. @ CURB‘

VARIES

AC PAVEMENT

4'-0

|AC PAVEMENT
___|CONFORM

12"MIN, SEE NOTE 3
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PLAN VIEW

SECTIONA-A

4" THICK CONCRETE

4" PROCESSED MISCELLANECUS BASE
(PER GREEN BOOK SECTION 200-2.5),
95% COMPACTION

SUBGRADE 90% RELATIVE COMPACTION

COMBINED PARALLEL / PERPENDICULAR

CURB RAMPS
SEPARATED SIDEWALK
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